PADEP SERO Crude Oil Parameters for Corrective Action

VOCs CAS No. EPA Method
Benzene 71-43-2 8260
Butylbenzene, sec- 135-98-8 8260
Butylbenzene, tert- 98-06-6 8260
Cumene 98-82-8 8260
Cyclohexane 110-82-7 8260
Ethylbenzene 100-41-4 8260
Hexane 110-54-3 8260
Pyridine 110-86-1 8260
Toluene 108-88-3 8260
Trimethylbenzene, 1,2,4- 95-63-6 8260
Trimethylbenzene, 1,3,5- 108-67-8 8260
Xylenes 1330-20-7 8260
SVOCs CAS No. EPA Method
Acenaphthene 83-32-9 8270
Anthracene 120-12-7 8270
Benzo(a)anthracene 56-55-3 8270
Benzo(a)pyrene 50-32-8 8270
Benzo(b)fluroranthene 205-99-2 8270
Benzo(g,h,i)perylene 191-24-2 8270
Benzo(k)fluoranthene 207-08-9 8270
Biphenyl, 1,1- 92-52-4 8270
Bis(2-ethylhexyl) phthalate ~ 117-81-7 8270
Chrysene 218-01-9 8270
Cresol, m- (3-methylphenol) 108-39-4 8041
Cresol, o- (2-methylphenol) 95-48-7 8041
Cresol, p- (4-methylphenol)  106-44-5 8041
Dibenzo(a,h)anthracene 53-70-3 8270
Dibutyl phthalate, n- 84-74-2 8270
Diethyl phthalate 84-66-2 8270
Dimethylphenol, 2,4- 105-67-9 8041
Dinitrophenol, 2,4- 51-28-5 8041
Fluoranthene 206-44-0 8270
Fluorene 86-73-7 8270
Indeno(1,2,3-cd)pyrene 193-39-5 8270
Methylnaphthalene, 2- 91-57-6 8270
Naphthalene 91-20-3 8270
Nitrophenol, 4- 100-02-7 8041
Phenanthrene 85-01-8 8270
Phenol 108-95-2 8041
Pyrene 129-00-0 8270
Quinoline 91-22-5 8270
Metals CAS No. EPA Method

Cobalt 7440-48-4  6010/6020
Nickel 7440-02-0  6010/6020
Vanadium 7440-62-2  6010/6020
Zinc 7440-66-6  6010/6020
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